
BENEFITS
• Protects Engine from overheating
• Eliminates radiator and fan allowing more available horsepower to pump water
• Reduces fuel consumption
• Reduces operation costs

HEAT EXCHANGER CONSTRUCTION
 • Heat Exchanger Body is 304/304L Stainless Steel Pipe Sch lOS conforming to ASTM A312 or A 778
 • Heat Exchanger internal transfer tubes are .065" Wall 304 Stainless Steel tube to ASTM A269
 • Flanges are 304/304L Stainless Steel meeting ASTM A182 and ASME/ANSI Drilling for Class 150
 • Threaded Outlets are 304/304L Stainless Steel with threads to ANSI B 1.20.1, Material ASME A 182
 • All Heat Exchanger will have Serial Numbers
 • All Heat Exchangers to have Direction of Flow indicators.

STANDARD FITTINGS
 • One - ¾" Brass Plugged Coolant Drain Port
 • One - ¾" Brass Plugged Water Drain Port
 • One - ¾" Brass Plugged Tapping Port
 • See Specification Sheet for Engine Coolant Line Sizes.
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600 SERIES ENGINE HEAT EXCHANGERS
FOR DIESEL, GASOLINE, PROPANE & NATURAL GAS 

ENGINE-DRIVEN PUMPING PLANTS



For plain-end add 6” to “A” Dimension
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600 SERIES ENGINE HEAT EXCHANGER 
SPECIFICATIONS
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PART NO.

B C
6 08 42 160 4 2 130 10-3/4
6 08 48 225 4 2 145 14
6 08 48 350 4 2 165 16
6 08 68 375 6 2 185 14
6 08 68 575 7 2-1/2 215 16
6 10 42 160 4 2 265 12-3/4
6 10 48 275 8 3 330 16
6 10 48 425 7 3 260 18
6 10 68 425 8 3 300 16
6 10 68 650 9 3 350 18
6 12 42 160 4 2 420 14
6 12 48 325 7 3 300 18
6 12 48 475 8 4 325 20
6 12 68 475 9 4 375 18
6 12 68 750 8 4 370 20
6 14 48 375 9 4 420 20
6 14 68 550 10 4 470 24

PART NO. EXAMPLE: 608-42-160 COOLANT 
CAPACITY 
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16
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